
The Nady 300 Series is the state-of-the-art answer to your motorcycle security needs. Ultra-compact, rugged and easy to
install, this system is designed for years of reliable protection, with many convenience features for the most effective, yet
simple operation. It’s also expandable and available as both a MA-300 stand-alone standard alarm or as an MA-300/P
upgraded version with an added AP-300 transmitter and pager for remote alarm signaling. The Nady 300 series offers a
new level of alarm technology—perfect for any motorcycle
protection application!  

The standard MA-300 system includes a motorcycle alarm
with built-in siren and shock/vibration sensor. It is compact
and can easily be mounted and hooked up almost any-
where inside the secure areas of any motorcycle. Two
pocket key ring transmitter remotes are supplied with each
system, which allow remote arming/disarming, alarm sen-
sitivity adjustment and siren on/off control.

The upgraded MA-300/P also includes the optional add-
on AP-300 remote alarm pager that connects to the stan-
dard MA-300 and allows remote alarm paging. The AP-
300 consists of a compact transmitter, which connects to
and is triggered by the MA-300, and a pocket pager,
which receives alarm signals up to more than a 1/4 mile
(400+ meters) away. 
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• Ultra-compact transmitter can easily be installed and hooked up to the 
trigger wire of the MA-300 alarm to activate a pocket pager to alert 
you with a loud dual tone beep up to more than a 1/4 mile (400+ 
meters) away.

• Available in over 16 million codes to ensure total security and to elimi-
nate any chance of false pager alarms. Additional pagers can easily be
remote programmed (via external button controls) to learn the code of 
any AP-300 transmitter (requires triggering the alarm).

• Missed alarm alert reminder function periodically signals pager if alarm
is not reset .

• Super power conserving circuitry gives pager up to 45 days battery life 
in stand-by mode.

• Easy "do-it-yourself" installation and hook-up
• Advanced design shock/vibration sensor with 8 levels of sensitivity easily programmed 

from remote
• Adjustable alarm cycle from 16 to 30 seconds, programmable from remote.
• Automatic alarm reset after alarm cycle
• Powerful 115 dB built-in piezo alarm siren
• Panic alarm allows remote alarm activation for 8 seconds either to find your motorcy-

cle or to alert others in an emergency.
• Supplied with 2 key ring pocket remote transmitters with a range of up to over 200 

feet (70 meters). With 4 button remote control functions and available in 6561dif-
ferent codes for maximum security.

•  Operates off 12V motorcycle battery with internal 9V backup to provide alarm 
power if the motorcycle battery power is disabled

• Built-in motorcycle battery saver circuitry shuts off armed alarm automatically after 
motorcycle is not in use for over two weeks to prevent totally draining the motorcycle battery.

• Optional add-on AP-300 pager system can be purchased at same time or added later.

AP-300 (OPTION) Add-On Transmitter and Pager for Remote Alarm Signaling

MA-300 Full-Featured Motorcycle Alarm with Remote Controller

MA-300
Alarm
Voltage required 12V (negative ground) or 9V 

internal battery back-up
Power consumption <4.9mA
Built-in siren 115dB Piezo
Dimensions 2.2" X 4.4" X 1.2" (56 X 113 X 30mm)
Weight 4.15 oz (116 gr)

Remote
Remote transmitter codes 6561 different combinations
Dimensions 1.4" X 2.8" X 0.5" (35 X 70 X 
12mm)
Weight 1.5 oz (42 gr)

Transmitter
Voltage required 12V (negative ground)
Standby current 0 mA
Operating Current 71mA
Tx Power +23dBm
Operating ambient
temperature -22 ~ 176*F (-30 ~ +80*C)
Dimensions 1.3" X 2.7" X 0.8" (34 X 68 X 21mm)
Weight 1.65 oz (46 gr)

Receiver
Voltage required 3V DC (2 X AAA batteries)
Standby current 1.5 mA
RX sensitivity -98 dBm
Operating current
(pager beep on) 31 mA
Operating ambient
Temperature 5 ~ 176*F (-15 ~ +80*C)
Dimensions 1.8" X 2.6" X 0.5" (46 X 67 X 13mm)
Weight 1.35 oz (34 gr)
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